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Abstract: 
A fault indicator, the so-called swing angle, for broken-bar and interturn faults is investigated in this 
paper. This fault indicator is based on the rotating magnetic-field pendulous-oscillation concept in 
faulty squirrel-cage induction motors. Using the "swing-angle indicator," it will be demonstrated here 
that an interturn fault can be detected even in the presence of machine manufacturing imperfections. 
Meanwhile, a broken-bar fault can be detected under both direct-line and PWM excitations, even 
under the more difficult condition of partial-load levels. These two conditions of partial load and motor 
manufacturing imperfections, which are considered as difficult situations for fault detection, are 
investigated through experimentally obtained test results for a set of 2- and 5-hp induction motors. 
SECTION I. Introduction 
Studies on electric-machine fault diagnostics and protection date back to the time when the 
manufacturers and users of electric machines initially relied on simple protections such as overcurrent 
and overvoltage devices to ensure safe and reliable operation. Improving power-electronic devices 
with the ability of switching high-rated currents at high switching frequencies led to the widespread 
use of motors in adjustable speed drives. Now, electric machines in conjunction with modern power-
electronic devices play very important roles in many industrial plants. Knowing when an electric 
machine requires maintenance allows users to perform the required maintenance at their convenience 
rather than during costly unscheduled shutdowns. This requirement led to the study and development 
of concepts of modern fault diagnostics and condition monitoring of electric machines in adjustable-
speed-drive systems. 
In the past two decades, there have been many investigations on fault diagnostics in electric machines. 
Modern investigations on induction-motor fault diagnostics were started in the early 1980s—by 
Deleroi in 1982 [1], [2] as well as Williamson and Smith in 1982 [3]. These investigations were focused 
on rotor-fault analysis and detection. In 1984, Williamson and Mirzoian reported their study on stator-
winding faults in induction motors [4], [5]. These investigations on induction-motor internal-fault 
analysis have been followed by many studies such as the work of Kliman et al. [6], [7], Bellini et al. [8], 
Trutt et al. [9], Kral et al. [10], Schoen et al. [11], Lee et al. [12], Vas [13], Benbouzid and Kliman [14], 
Kostic-Perovic et al. [15], Arkan et al. [16], Demian et al. [17], Henao et al. [18], Cruz and Cardoso [19], 
and Nandi and Toliyat [20]. This is in addition to others who have performed various investigations in 
electric machines and drives fault diagnostics [21]–[22][23][24][25]. In the modeling of internal faults 
in electric machines, which enables one to study the effect of faults on motor performance, two 
approaches mainly stand out—the winding-function-based approach [26] and the time-stepping finite-
element-based approach [27]. 
In general, squirrel-cage induction-motor faults can be categorized into electrical and mechanical 
faults. Electrical faults/asymmetries can be also categorized into rotor and stator faults. All these 
possible faults in induction motors and their associated subsets are summarized as depicted in the 
block-diagram schematic of Fig 1. 
 
Fig 1. Block diagram of induction-motor fault categories. 
 
The statistical report of the Motor Reliability Working Group of the IEEE-Industry Applications Society 
(IAS), which surveyed 1141 motors, [28], [29] and the Electrical Power Research Institute (EPRI), which 
surveyed 6312 motors, [30] are summarized here in TABLE I. As one can observe, bearing-(mechanical) 
and winding (stator)-related failures are the dominant trouble areas. Moreover, the percentage of 
winding- and rotor-related failures is around 40%, and thus form an important area of research. Hence, 
the authors find it pertinent to deal with these two electrical types of component failure. 
 
TABLE I Percentage of Failures by Major Motor Component 
Major Components IEEE-IAS [28], [29] % of Failures IPRI [30] % of Failures 
Bearing Related 44 41 
Winding Related 26 36 
Rotor Related 8 9 
Other 22 14 
 
Accordingly, while discussing these two electrical types of motor component failure, this paper 
addresses two major problems: 
1. detection of broken-bar fault, when a motor is energized by direct line and when energized by a 
pulsewidth-modulation (PMW)-based drive, under different load levels; 
2. detection of incipient interturn fault in the presence of a degree of motor manufacturing 
imperfection and under different load levels. 
The basis of the present techniques for detecting a broken-bar fault and an interturn fault is to monitor 
the orientation of the axis of the induction machine's resultant magnetic field, and hence compute 
(estimate) the range of its oscillation due to the aforementioned types of faults in a synchronously 
rotating frame of reference. The range of this oscillation is referred to here as the “swing-angle” index. 
Meanwhile, the swing angle is measured differently for detecting a broken bar and an interturn fault. 
Thus, they are identified differently, namely, Δ𝛿𝛿1 and Δ𝛿𝛿sc, for rotor broken-bar and stator interturn 
short-circuit faults, respectively. 
SECTION II. Swing-Angle Calculation Using Motor Terminal Space-Vector 
Quantities 
It has been shown in earlier papers that the range of the pendulous oscillation of a motor's magnetic-
field space vector progressively increases with an increase in the number of broken bars [24], [25]. It 
will be shown here that this pendulous oscillation also progressively increases in cases involving a 
correspondingly increasing number of interturn stator-winding shorts, specifically as the loop-current 
magnitude in these shorted turns (STs) increases. However, the two pendulous oscillations caused by 
interturn and broken-bar faults are different in their nature [31]. The difference between the two types 
of pendulous-oscillation plots will be explained later on in this paper in terms of the frequencies of the 
components of the indexes and their corresponding polar plots. In Fig 2, the differences between the 
processes that lead to the calculation of the swing angles for broken-bar and interturn faults are 
shown. This difference in the nature of the pendulous oscillations caused by broken-bar and interturn 
faults requires different data-processing approaches for calculating the swing angle. The process of 
calculating swing angles for the broken-bar fault can best be summarized by the following steps. 
1. The motor terminal currents and voltages are measured through current and voltage sensors 
and consequently digitized using an analog-to-digital (A/D) converter. 
2. The output signals of the A/D converter are filtered using a low-pass filter (LPF) for the process 
of calculating the broken-bar swing angle (the filtering can be performed offline after the next 
step; see also Fig 3). 
3. The output signals of the LPF are collected throughout a period of time greater than a slip cycle, 
because the resulting periodic phenomenon repeats itself once every half slip cycle. 
4. The output signals of the previous step are used to calculate the space vectors of the 
voltages 𝑣𝑣
→
s and currents 𝑖𝑖
→
s throughout the aforementioned period, and consequently, the 
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Fig 3. Flowchart diagram of the swing-angle fault-diagnosis indexes. 
 
Remark 1 
In (2), the absolute value of the real part of the space vector of the currents is used. This provides more 
information in the polar plot of (𝑟𝑟, 𝛿𝛿) for the purpose of fault identification/classification, which will be 

















(𝑣𝑣𝑎𝑎𝑏𝑏 + 𝛼𝛼𝑣𝑣𝑏𝑏𝑐𝑐 + 𝛼𝛼2𝑣𝑣𝑐𝑐𝑎𝑎)
 
(3) (4) 
where 𝛼𝛼 = exp (𝑗𝑗2𝜋𝜋/3) is a space-vector operator and 𝑣𝑣𝑎𝑎𝑏𝑏, 𝑣𝑣𝑏𝑏𝑐𝑐, and 𝑣𝑣𝑐𝑐𝑎𝑎 are stator terminal line-to-
line voltages and 𝑖𝑖𝑎𝑎, 𝑖𝑖𝑏𝑏, and 𝑖𝑖𝑐𝑐 are stator terminal line currents. 
Remark 2 
In (3), these sets of current differences, 𝑖𝑖𝑎𝑎 − 𝑖𝑖𝑏𝑏, 𝑖𝑖𝑏𝑏 − 𝑖𝑖𝑐𝑐, and 𝑖𝑖𝑐𝑐 − 𝑖𝑖𝑎𝑎, are used instead of the phase 
currents. This has two benefits. First, it should be noted that space-vector quantities are defined for a 
set of quantities, the summation of which is always equal to zero. Second, the outputs of current 
sensors typically contain undesired dc offsets; these undesired dc offsets are eliminated using the 
aforementioned sets of current differences. 
In the case of broken-bar fault diagnosis, in order to distinguish a cage with a bar breakage from a 
healthy cage, even in the presence of inherent measurement and system noises, the peak-to-peak 
value of the fundamental component of the waveform of the pendulous oscillation, the so-called swing 
angle Δ𝛿𝛿1 in Fig 2, is the signal being utilized here for bar defect/breakage indication as a detection 
index [25]. 
Meanwhile, the process for calculating the swing angle for interturn faults can best be summarized by 
the following steps. 
1. The motor terminal currents and voltages are measured through current and voltage sensors 
and consequently digitized using an A/D converter. 
2. The output signals of the A/D converter are filtered using a bandpass filter (BPF) for the process 
of calculating the interturn swing angle Δ𝛿𝛿sc (the filtering can be performed offline after the 
next step; see also Fig 3). 
3. The output signals of the LPF are collected throughout a period equal to the period of the 
power-supply frequency, because the resulting periodic phenomenon repeats itself every half 
an ac power cycle. 
4. The output signals of the previous step are used to calculate the space vectors of the 
voltages 𝑣𝑣
→
s and currents 𝑖𝑖
→
s throughout the aforementioned period, and consequently, the 
pendulous oscillation 𝛿𝛿(𝑡𝑡) and the radius 𝑟𝑟(𝑡𝑡), using (1)–(4). 
5. Then, the swing angle Δ𝛿𝛿sc is obtained by calculating the maximum spread of Δ𝛿𝛿(𝑟𝑟) = 𝛿𝛿𝑚𝑚𝑎𝑎𝑚𝑚 −
𝛿𝛿𝑚𝑚𝑚𝑚𝑚𝑚 in a polar-plot coordinate, as will be demonstrated in the next section of this paper. Thus, 
for each power cycle, a single value for the swing angle Δ𝛿𝛿sc is obtained as a detection index. 
Both detection indexes Δ𝛿𝛿1 and Δ𝛿𝛿sc are indicative of the resulting pendulous oscillation in the 
synchronously rotating magnetic field, which is a form of perturbation superimposed on top of the 
normal synchronous rotation of the field in a motor. 
The two procedures summarized above for obtaining the broken-bar identification signal Δ𝛿𝛿1 and the 
interturn short-circuit identification signal Δ𝛿𝛿sc are depicted in the algorithmic flowchart diagram of Fig 
3. 
 
SECTION III. Experimental Results 
A 5-hp six-pole 460-V set and a 2-hp two-pole 460-V set of induction motors were tested under 
broken-bar and interturn short-circuit faults (for further details on the particulars of the two types of 
motors, see the Appendix). The 5-hp motors were tested under healthy as well as one through four 
broken-bar faults in the presence of sinusoidal and constant volts-per-hertz PWM-based drive 
excitations. One of the 5-hp motors was also tested under 2, 4, 6, 8, 10, and 12 interturn short-circuit 
faults. The 2-hp motors were tested under healthy as well as one, three, and five broken-bar faults 
under different load levels and only sinusoidal excitation. One of the 2-hp motors was also tested 
under one through five interturn short-circuit faults. For both the 5- and 2-hp motors, the interturn 
short circuits were achieved through an external resistor 𝑟𝑟f, a 1 − 𝛺𝛺 resistor for the 5-hp motor, and a 
0.8 − 𝛺𝛺 resistor for the 2-hp motor, in order to emulate an incipient fault with low level of circulating 
current in the shorted portion of the winding. This is an evaluation of the early stages of deterioration 
of the quality of dielectric insulation between turns. In these tests, the data-acquisition laboratory test 
equipment was a National Instrument LabView SCXI-1000 device, while the sampling rate was set to be 
50 000 samples per second. 
A. Broken-Bar Fault Diagnostics 
For a PWM-based excitation, the polar plot (𝑟𝑟, 𝛿𝛿) of the magnetic-field space vector, 𝑟𝑟
→
= 𝑟𝑟(𝑡𝑡)∠𝛿𝛿(𝑡𝑡), 
and its corresponding swing angle Δ𝛿𝛿 obtained from laboratory testing of the 5-hp motor in case of 
one broken bar are shown in Fig 4. It can be observed that the polar plot of (𝑟𝑟, 𝛿𝛿) has a (filled) petal 
shape due to the fact that for any angle 𝛿𝛿, the 𝑟𝑟 value is perpetually changing from zero to its 
maximum value. Notice that 𝑟𝑟 = abs(Re( 𝑖𝑖
→
s)). This is because of the fact that the frequency of the 
pendulous oscillation of 𝛿𝛿 due to a broken bar, which is 2𝑠𝑠𝑓𝑓1, is much smaller than the frequency of 
amplitude modulation of 𝑟𝑟, which is equal to twice the line frequency—that is, 2𝑓𝑓1. The pendulous 
oscillation 𝛿𝛿(𝑡𝑡) and its fundamental component 𝛿𝛿1(𝑡𝑡) versus time as well as the swing angle Δ𝛿𝛿1 in 
degrees for healthy, one, two, and three adjacent broken-bar cases are shown in Figs. 5 –8, under a 
PWM excitation and full-load condition. As one can see from Figs. 5 –8, there is a definite correlation 
between Δ𝛿𝛿1 and number of rotor broken bars and it does not lead to any uncertainty in detecting and 
characterizing broken-bar faults in the presence of a PWM-based excitation. Hence, to these authors, it 
appears that the swing angle Δ𝛿𝛿1 is the index of choice for detecting a broken-bar fault. 
 
Fig 4. Polar plot (𝑟𝑟, 𝛿𝛿) of the magnetic-field space vector, 𝑟𝑟
→
= 𝑟𝑟(𝑡𝑡)∠𝛿𝛿(𝑡𝑡), and its corresponding swing 
angle Δ𝛿𝛿 (in degrees) in the case with conditions of: one broken bar, 5 hp, PWM, and full load. 
 
Fig 5. Pendulous oscillation and its fundamental component 𝛿𝛿1 (in degrees) versus time for the 5-hp motor in a 
healthy-situation PWM excitation. 
 
Fig 6. Pendulous oscillation and its fundamental component 𝛿𝛿1 (in degrees) versus time for the 5-hp motor for 
PWM excitation with one broken bar. 
 
 
Fig 7. Pendulous oscillation and its fundamental component 𝛿𝛿1 (in degrees) versus time for the 5-hp motor for 
PWM excitation with two broken bars. 
 
Fig 8. Pendulous oscillation and its fundamental component 𝛿𝛿1 (in degrees) versus time for the 5-hp motor for 
PWM excitation with three broken bars. 
 
In Figs. 9 –11, the swing-angle index Δ𝛿𝛿1 versus the number of broken bars are shown for the 5-hp 
motor under both PWM and sinusoidal excitations, as well as for the 2-hp motor under sinusoidal 
excitation, respectively. These figure demonstrate that there is always a difference between the 
resulting angle Δ𝛿𝛿1 for a healthy cage and that angle of a cage with even one broken bar. Moreover, 
the severity of broken-bar faults can be evaluated using the swing-angle index. The latter characteristic 
of the swing-angle index makes it a more clear-cut tool for specific characterizing of bar breakage than 
the spectral-analysis approaches [25]. 
 
 
Fig 9. Swing angle Δ𝛿𝛿1 versus number of broken bars for the PWM excitation of the 5-hp induction motor. 
 
Fig 10. Swing angle Δ𝛿𝛿1 versus number of broken bars for the sinusoidal excitation of the 5-hp induction motor. 
 
Fig 11. Swing angle Δ𝛿𝛿1 versus number of broken bars for the sinusoidal excitation of the 2-hp induction motor. 
 
B. Interturn Fault Diagnostics 
As representative examples of the many tests performed on the 2- and 5-hp induction motors in the 
laboratory, the pendulous oscillations of the 2-hp induction motor in an enlargement (zoom) polar-
coordinate plot is shown in Fig 12, for a five-turn (2.31% of winding) fault, while the short circuit was 
through a 0.8-Ω external resistor, 𝑟𝑟f = 0.8Ω. As one can see in Fig 12, an interturn fault generates an 
unfilled-petal shape, while a filled-petal shape is generated in case of a broken-bar fault. This 
difference is due to the fact that the frequency of the pendulous oscillation due to interturn faults is 
twice the line frequency (2𝑓𝑓1), which matches the frequency of amplitude modulation of 𝑟𝑟, which is 
also equal to 2𝑓𝑓1 [31]. Hence, the result is the unfilled-petal shape (see Fig 13). In other words, at any 
angle 𝛿𝛿, the 𝑟𝑟 quantity will not change from zero to its maximum value because 𝑟𝑟 and 𝛿𝛿 are varying 
with time simultaneously [see Fig 13(b)]. Therefore, in this case, the polar plot of (𝑟𝑟, 𝛿𝛿) constitutes only 
the outer boundary of the petal shape. However, in case of a broken-bar fault, for any angle 𝛿𝛿, 
the 𝑟𝑟 value is changing from zero to its maximum value [see Fig 13(a)]. Therefore, in this case, the polar 
plot has a filled-petal shape. 
 
Fig 12. Polar plot of 𝑟𝑟
→
= 𝑟𝑟(𝑡𝑡)∠𝛿𝛿(𝑡𝑡), and the swing angle Δ𝛿𝛿sc (in degrees) in the case of five interturn faults of 




Fig 13. Polar plots of the (𝑟𝑟, 𝛿𝛿) vector in cases of (a) broken-bar and (b) interturn short-circuit faults. 
 
Moreover, a degree of curvature can be observed in the petal shape of Fig 12, which is due to the 
existence of the external resistor. The external resistor was used in those tests to restrict the shorted 
loop current to an immune (safe) level of current that does not cause permanent coil damage. A similar 
type of curvature was observed by these authors in the polar plot (𝑟𝑟, 𝛿𝛿) of the pendulous oscillation in 
the presence of unbalances in the power-supply voltage amplitudes [31]. Accordingly, in the 
calculation procedure of the swing angle Δ𝛿𝛿sc, the maximum thickness of the petal shape is used as the 
interturn-fault diagnostic index to avoid any error in the fault diagnosis, which may be caused by the 
curvature effect. In this procedure, the radius, 𝑟𝑟 = abs(Re( 𝑖𝑖
→
s)), is divided into several piecewise 
segments [𝑟𝑟𝑜𝑜 , 𝑟𝑟𝑜𝑜 + Δ𝑟𝑟, … , 𝑟𝑟𝑜𝑜 + 𝑛𝑛Δ𝑟𝑟], and for each segment in the polar plot, the maximum value of the 
swing angle Δ𝛿𝛿(𝑟𝑟𝑘𝑘), 𝑘𝑘 = 0,1, … ,𝑛𝑛, is calculated, while the swing-angle index Δ𝛿𝛿sc is the maximum 
value of Δ𝛿𝛿(𝑟𝑟𝑘𝑘). Thus, for each power cycle, a single value for the swing angle Δ𝛿𝛿sc is obtained. For 
comparison purposes, the negative sequence component 𝐼𝐼n of the line current is also obtained for 
each power cycle. The results of the online interturn-fault detection for two case studies of 5- and 2-hp 
induction motors are shown in Figs. 14 –17, where 𝑟𝑟f = 1Ω in the case of the 5-hp motor and 𝑟𝑟f =
0.8Ω in the case of the 2-hp motor. As one can see in Figs. 14 and 16, an interturn fault can be easily 
detected using the swing-angle index only if the amplitude If of the circulating current exceeds the 
amplitude IL of the line current. Also, Fig 15 shows that the negative sequence component 𝐼𝐼n of 
current is reliable enough for interturn-fault detection in the case study of the 5-hp motor. However, 
this index leads to an uncertainty in the case of the 2-hp motor (see Fig 17), which inherently 
possessed a degree of construction imperfection due to its random winding nature. However, as can 
be seen in Figs. 14 and 16, the swing-angle index Δ𝛿𝛿sc can indicate an interturn fault for both the 2- 
and 5-hp motors if the amplitude of the circulating current 𝐼𝐼f exceeds the line current 𝐼𝐼L. It should be 
noted that if the circulating short-circuit current 𝐼𝐼f increases beyond the line current 𝐼𝐼L, the shorted 
portion of the phase coil demagnetizes the rest of the impacted phase. Meanwhile, the peaks of the 
instantaneous line current and the circulating current if do not occur at the same instance. Accordingly, 
the demagnetizing effect of the circulating current does not disturb the peak current of the impacted 
phase in a significant manner. However, the swing angle Δ𝛿𝛿sc is not based on only the peak values of 
the three-phase currents. In other words, the swing angle is obtained based on the maximum thickness 
of the polar plot (𝑟𝑟, 𝛿𝛿). 
 
Fig 14. Swing angle Δ𝛿𝛿sc (in degrees) versus time (in seconds) for the sinusoidal excitation of the 5-hp induction 
motor. 
 
Fig 15. Negative-sequence component of current magnitude 𝐼𝐼n (in amperes) versus time (in seconds) for the 
sinusoidal excitation of the 5-hp induction motor. 
 
Fig 16. Swing angle Δ𝛿𝛿sc (in degrees) versus time (in seconds) for the sinusoidal excitation of the 2-hp induction 
motor. 
 
Fig 17. Negative-sequence component of current magnitude 𝐼𝐼nIn (in amperes) versus time (in seconds) 
for the sinusoidal excitation of the 2-hp induction motor. 
In Tables II and III, the average values of the swing-angle index Δ𝛿𝛿sc (in degrees), the peak value of the 
negative-sequence component 𝐼𝐼𝑚𝑚 of the stator line currents (in amperes), the peak value of the 
negative sequence component of the terminal line-to-line voltages 𝑉𝑉𝑚𝑚 (in volts), the peak value of the 
positive sequence component 𝐼𝐼p of the stator line currents (in amperes), and the peak of the short-
circuit loop current 𝐼𝐼f are given in terms of the percentage of the STs ratio (ST%). It is clear that, using 
the swing-angle index, the interturn faults can be detected only when 𝐼𝐼f exceeds 𝐼𝐼p (or the line 
current 𝐼𝐼L). Also, from TABLE II, It can be observed that the negative-sequence index In can indicate an 
interturn fault only if the STs exceed the threshold of 2.5% of the total number of turns per phase. 
From TABLE III, for the case of the 2-hp motor, it can be observed that the maximum number of STs did 
not exceed 2.31% of the total number of turns per phase, which is below the 2.5% threshold 
mentioned above, and the negative sequence index could not indicate any interturn fault in this case. 
However, the corresponding short-circuit circulating current 𝐼𝐼f is more than twice the magnitude of the 
line current for the five-turn fault (i.e., 2.31%) in the 2-hp motor (see TABLE III). In other words, the 
negative sequence component index 𝐼𝐼n is a direct function of the STs, and not a function of the 
circulating loop-current ratio 𝐼𝐼f/𝐼𝐼L. However, the swing-angle index is a function of the circulating loop-
current ratio 𝐼𝐼f/𝐼𝐼L. This shows the strength of the concept of the swing-angle index Δ𝛿𝛿sc presented and 
chosen here for detecting incipient interturn faults. In order to present more evidences, the laboratory 
measurements were done for the different load levels, and the results are demonstrated in Figs. 18 –
21 for the case studies of the 5- and 2-hp induction motors, respectively. It should be pointed out that 
the current amplitude If indicates the severity of an interturn fault, not the STs ratio by itself. It has to 
be mentioned that the rewound 5-hp motor was built to a degree of perfection to render it a near 
perfectly balanced machine under healthy condition, while the 2-hp induction motor had a degree of 
construction imperfections. Again, it should be observed that Figs. 18 and 20 show the “clear-cut” 
nature of the swing-angle index for diagnosing interturn faults in both the 5- and 2-hp motors, despite 
the winding imperfections of the latter. This is not the case according to the test data depicted in Figs. 
19 and 21 for the negative sequence current as a fault-identification index, particularly for the 2-hp 
motor with a slight unbalance in the three-phase windings. 
TABLE II Characteristics of the 5-hp Motor Under Full-Load Conditions 
ST (%) ∆𝛿𝛿𝑠𝑠𝑐𝑐°  𝐼𝐼𝑚𝑚 (A) 𝑉𝑉𝑚𝑚 (V) 𝐼𝐼𝑝𝑝 (A) 𝐼𝐼𝑓𝑓 (A) 
0.00 0.1449 0.0541 1.1237 9.2669 0.00 
0.83 0.0252 0.0408 1.1765 9.2507 3.09 
1.66 0.1252 0.0495 1.1765 9.2534 6.18 
2.50 0.1668 0.0874 1.2863 9.2753 9.28 
3.33 0.2973 0.1261 1.1204 9.2763 12.37 
4.16 0.5960 0.2053 1.3123 9.1899 15.47 
5.00 0.7652 0.2955 1.4401 9.2436 18.56 
 
TABLE III Characteristics of the 2-hp Motor Under Full-Load Conditions 
ST (%) ∆𝛿𝛿𝑠𝑠𝑐𝑐°  𝐼𝐼𝑚𝑚 (A) 𝑉𝑉𝑚𝑚 (V) 𝐼𝐼𝑝𝑝 (A) 𝐼𝐼𝑓𝑓 (A) 
0.00 0.3742 0.1363 3.2882 3.7162 0.00 
0.46 0.3282 0.1403 1.9624 3.7960 1.73 
0.93 0.4676 0.1382 1.3821 3.7040 3.57 
1.39 0.6082 0.1265 2.8478 3.7289 5.21 
1.85 0.7273 0.1342 3.0026 3.7278 6.94 
2.31 1.0147 0.1295 2.1435 3.7163 8.68 
 
 
Fig 18. Swing angle Δ𝛿𝛿sc (in degrees) versus the short-circuit ratio 𝐼𝐼f/𝐼𝐼L for the 5-hp induction motor. 
 
Fig 19. Negative-sequence component of current magnitude 𝐼𝐼n (in amperes) versus the short-circuit current 
ratio 𝐼𝐼f/𝐼𝐼L for the 5-hp induction motor. 
 




Fig 21. Negative-sequence component of current magnitude 𝐼𝐼n (in amperes) versus the short circuit 
ratio 𝐼𝐼f/𝐼𝐼L for the 2-hp induction motor. 
SECTION IV. Conclusion 
Robust interturn and broken-bar fault diagnostic techniques based on the motor's magnetic-field 
space-vector pendulous-oscillation concept have been introduced and examined for two case studies 
of 2- and 5-hp induction motors. The experimental results have shown the strength and fidelity of 
these techniques. It was also shown that the swing angle Δ𝛿𝛿sc is a function of the ratio between the 
short-circuit circulating current and the line (phase) current in case of stator partial STs. Moreover, an 
interturn fault can be detected if the circulating current increases slightly beyond the phase-current 
level, even before the occurrence of higher levels of damaging circulating currents. Meanwhile, the 
experimental results confirmed that through using the swing angle Δ𝛿𝛿1, even the subtle fault of one 
broken bar can be distinguished (detected) from a healthy rotor cage. Hence, the swing-angle 
indexes Δ𝛿𝛿sc and Δ𝛿𝛿1 have been demonstrated to be “clear-cut” means that enable one to detect 
stator interturn and rotor broken-bar faults at an early stage to prevent further damage to the 
machine and involved systems. 
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Appendix 
Characteristics of the 5- and 2-hp induction motors properties. 
 
Design Feature 2-hp IM 5-hp IM 
Power (hp) 2 5 
Voltage (V) 230/460 230/460 
Current (A) 5.4/2.7 13.6/6.8 
Speed (r/min) 3450 1165 
Number of Poles 2 6 
Number of coils per phase 8 6 
Number of Turns per Phase 216 240 
Type of Stator Windings Concentrated Lap 
Number of Rotor Bars 36 45 
Number of Stator Slots 24 36 
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